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Special tinning machines / Mini wave

This mini wave soldering machine, or solder fountain, is of sturdy all-titanium
construction, for attaining temperatures which are sufficiently high to solder or
de-solder components with a high degree of precision and cleanliness.

This equipment can be used with lead-free alloys.

The mini wave soldering machine can be used both in Production and in After
Sales.

Find out more on our website
www.ftm-technologies.com
where you can view presentation videos
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Principle:

The tin or similar alloy is fed into the nozzle, forming a mini fountain which can
solder or de-solder components without affecting neighbouring components.
This procedure provides clean tin free from impurities.

The quick-change nozzle makes this a tool in its own right.

Technical characteristics:

The mini wave machine is a quality item of equipment designed for extreme
production criteria.

The machine can attain temperatures of 450°C

The mini wave machine's small dimensions make it easy to incorporate into
semi-automated production lines.

A 60mm-diameter nozzle is supplied as standard. For applications carried out on
more complex components, specialised nozzle design can be carried out.

TECHNICAL CHARACTERISTICS

Standard dimensions: 500x260x220mm
Weight (without alloy) 15Kg

Alloy capacity 35Kg

Power rating and supply: 1800W/240V

Control box (not shown)

Standby feature maintains nozzle temperature when not in use.
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Custom-built equipment:

For enhanced productivity, use a custom built wave soldering
machine.

For applications on large PCBs

requiring lots of space, the mini

wave machine can be geared

to your needs: >
its upper nozzle enables the whole

card to be passed above the machine.

Installing an XY table on the
mini wave machine simplifies
the operator's task of locating
«4 the PCB for selective
soldering or desoldering of a
component.

To avoid any incidents when handling
small-size components, installing
vertical positioning using a Raise /
Lower system enables solder dipping »
speeds and times to be controlled

and reduces the risk of burns and

other damage, to plastic housings

for example.
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